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Sound Silencer™

An Entirely New Kind of Acoustical Panel 
Made with Porous Expanded PolyproPylene (PEPP)
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No Sag, Moisture & Impact Resistant, 
Ceiling Tiles & Wall Panels

Sound Silencer™
Acoustical Panels
“Unlike Any Other”

■ Water Resistant ■ Washable ■ Durable ■ Non-Fibrous ■ Lightweight ■ Rigid Strength
■ Flame Resistant ■ Non-Abrasive ■ Indoor/Outdoor ■ Impact Resistant ■ Both NRC & STC ■ Tackable
■ Sag Resistant ■ Resilient ■ Mold, Bacteria & Fungi Resistant ■ Oil and Chemical Resistant
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Your Noise Problems!

NEW!
dBA Wall &

Ceiling Panels

Absorbs, Blocks 
& Diffuses Sound

™ Volume 27

09 84 00/SOU
BuyLine 2756



Sound Silencer panels 

can be applied directly on 

wall and ceiling surfaces 

for attractive and effective 

sound control.

Sound Silencer panels are easily
installed for improving sound control in
environments such as gymnasiums,
ice rinks, swimming pools and other
challenging environments.

■ Gymnasiums
■ Auditoriums
■ Classrooms
■ Indoor swimming pools
■ Skating rinks
■ Ice rinks
■ Arenas, stadiums

New Construction and Retrofit Environmentally Sensitive Areas Industrial Applications

Sound Silencer panels are non-fibrous,
and are ideal for use in environments
sensitive to airborne particles, such 
as clean rooms, laboratories and food
preparation areas.

■ Manufacturing clean rooms
■ Laboratories
■ Computer rooms
■ Food processing plants
■ Food preparation areas
■ Cafeterias, restaurants
■ Chemical processing facilities

Sound Silencer panels are resilient,
incredibly durable and resistant to 
oils, grease, most chemicals and water.
Sound Silencer panels are completely
washable, even with power washing
equipment and detergents.

■ Manufacturing plants
■ Car wash facilities
■ Machine shops
■ Automobile dealerships
■ Gun ranges
■ Rooftop enclosures

Sound Silencer™ An entirely new kind of acoustical panel.



Water Resistant
Sound Silencer panels resist moisture 
in all forms, whether humid environments 
or direct exposure to water, indoors 
or outdoors.

Tackable
Sound Silencer panels can be punctured
repeatedly with thumbtacks and push 
pins without damaging the surface.

Non-Abrasive
Unlike some other rigid acoustic panels,
Sound Silencer has a smooth non-abrasive
surface.

Sound Silencer panels are strong enough to support a concrete block on edge. For 
applications such as outdoor sound enclosures, its light weight can help reduce the
structural support requirements. Sound Silencer panels are also buoyant, resilient 
and flexible. 

Flame Resistant
Sound Silencer panels carry an ASTM E-84
Class A Fire Resistance rating.

Washable
Sound Silencer panels are easily cleaned
with water and detergents. Gentle power
washing is suitable in many environments.

Impact Absorption
Sound Silencer panels are resilient 
and able to repeatedly absorb energy 
in situations such as gymnasium walls 
or indoor swimming pools.

Sound Silencer™

Acoustical 
Panels
“Unlike Any Other”
■ Class A Fire Retardant

■ Made from Porous Expanded
PolyPropylene (PEPP)

■ Non-fibrous

■ Structurally rigid

■ Water resistant

■ Non-abrasive surface

■ Indoor/Outdoor

■ Both STC and NRC ratings

■ Impact resistant

■ Tackable surface

■ Bacteria and fungi resistant

■ Lightweight

Rigid Strength Buoyancy Resilience & Flexibility

Sound Silencer ceiling panels do
not sag, are impervious to water
and can be cleaned easily.

Office partitions made with Sound
Silencer are acoustically effective,
provide a tackable surface, are
structurally rigid and lightweight.



Sizes and Dimensions
Sound Silencer Acoustic Performance

White, Actual Size Charcoal Grey, Actual Size

2"

1"

Sound Transmission Loss

Sound Silencer 1"

Sound Silencer 2"

Sound Silencer with
5/8" gypsum both sides

STC* Rating

9

13

32

125 Hz

6

9

27

250 Hz

5

8

27

500 Hz

7

10

29

1000 Hz

8

10

31

2500 Hz

10

17

32

5000 Hz

15

22

45

Sound Silencer™

Acoustical Panels made with Porous Expanded PolyPropylene (PEPP)

Sound Transmission Loss

Sound Transmission Loss independently tested to ASTM E-90 standards

Sound Silencer 1"

Sound Silencer 1" 

Sound Silencer 1"

Sound Silencer 2" 

Sound Silencer 2" 

Sound Silencer 2" 

Sound Silencer 1" 

Sound Silencer 2"

Sound Silencer 1"

Sound Silencer 2"

NRC*

0.45

0.50

0.80

0.70

0.75

0.90

0.55

0.70

0.50

0.80

125 Hz

0.05

0.06

0.11

0.07

0.10

0.17

0.46

0.51

0.04

0.09

250 Hz

0.06

0.13

0.58

0.21

0.29

0.81

0.59

0.52

0.07

0.21

500 Hz

0.21

0.51

1.07

0.81

0.99

0.97

0.42

0.52 

0.20

0.82

1000 Hz

0.80

0.79

0.71

0.85

0.74

0.85

0.49

0.77

0.83

1.11

2000 Hz

0.65

0.62

0.74

0.93

0.90

0.89

0.76

0.89

0.81

1.11

4000 Hz

0.75

0.79

0.72

0.88

0.93

0.92

0.86

0.98

1.00

1.12

Sound Absorption / Noise Reduction

*Sound Transmission Coefficient

Thickness

1"

2"

Flame Spread

3

5

Smoke Development

84

113

ASTM E-84 Class

A

A

Flammability
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SALES REPRESENTATIVE:
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Mount

Wall Mounted

Wall with 3/4" air space

Wall with 1"  B.A.C**

Wall Mounted

Wall with 3/4" air space

Wall with 1"  B.A.C**

Ceiling E400

Ceiling E400

Wall C423 12"  spacing

Wall C423 12"  spacing
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Available in 1" and 2" thicknesses.
Weight: 1" 1/4 lb./sf    2" 1/2 lb./sf

Panels available: Nominal 2' x 2' and 2' x 4'.
Quotes available for custom sizes.
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Sound Silencer panels, made from porous expanded polypropylene bead board, are sold subject
to the limited warranties and disclaimers in the manufacturer’s limited warranty. Acoustical
Surfaces Inc. makes no other warranties express or implied, including, without limitation, any 
warranty of merchantability or fitness for a particular purpose with respect to Sound Silencer 
acoustical panels, made from porous expanded polypropylene bead board.

This test data reflects performance of Sound Silencer acoustical panels, made from porous expanded 
polypropylene bead board, under specific controlled test conditions and is subject to normal manufacturing 
variations. In addition, the numerical flame spread rating is not intended to be indicative of the characteristics that
would be  displayed by Sound Silencer acoustical panels, made from porous expanded polypropylene bead board
or any other materials under actual fire conditions.
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TM

PRINTED IN THE U.S.A.

*Noise Reduction Coefficient     **Echo Eliminator Bonded Acoustical Cotton

FOR SOUND SILENCER™ P.E.P.P. INSTALLATION INSTRUCTIONS AND 
SPECIFICATIONS VISIT:

http://www.acousticalsurfaces.com/sound_silencer/sswall_panel.htm



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [603.000 783.000]
>> setpagedevice


