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WHR Neoprene Acoustic Ceiling Hangers are an inexpensive but  
effective method of reducing noise and minor vibration transmission.
WHR neoprene vibration isolators are noise breaks for use with wire, 
chain or horizontal screws for hung ceiling applications.

WHR Neoprene  
Hangers – Light Duty
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 Type & Size Rated Capacity Rated Deflection  Color
 (Durometer) Range (lbs) (in) Mark
 WHR-40 up to 60 lbs 0.20" Green
 WHR-50 55 – 95 lbs 0.20" Red
 WHR-60 90 – 155 lbs 0.20" White
 WHR-70 150 – 220 lbs 0.20" Yellow

WHR Hangers

Clearance for 3/16"  
Dia. Wire, Bolt or Nail

WHR Neoprene
Hanger

Projecting bushing prevents 
metal to metal contact

All Metal Parts are  
Zinc Electroplated

1-1/4" Dia.

3-3/8"

1-1/4"  
.

Typical Wire
Installation

Neoprene Element
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Type & Rated Rated Mount Spring                          Dimensions   
  Size Capacity Deflection Constant Color/Stripe A   B Free Height
IMF-X-12 12 lbs 1.25" 10 lbs/in Orange
IMF-X-23 23 lbs 1.30" 18 lbs/in Brown
IMF-X-33 33 lbs 1.10" 30 lbs/in Red
IMF-X-54 54 lbs 1.20" 45 lbs/in White
IMF-X-76 76 lbs 1.02" 73 lbs/in Black 2" 7/16" 2-3/4"
IMF-X-113 113 lbs 1.00" 113 lbs/in Yellow
IMF-X-130 130 lbs 1.00" 130 lbs/in Purple
IMF-X-175 175 lbs 1.00" 175 lbs/in Silver
IMF-X-210 210 lbs 1.00" 210 lbs/in Blue
IMF-A-12 12 lbs 1.00" 12 lbs/in Red
IMF-A-18 18 lbs 1.00" 18 lbs/in Gray 2-1/8" 7/16" 2-1/4"
IMF-A-25 25 lbs 1.00" 25 lbs/in Orange
IMF-A-45 45 lbs 1.60" 28 lbs/in Blue
IMF-A-75 75 lbs 1.50" 50 lbs/in Orange
IMF-A-125 125 lbs 1.33" 94 lbs/in Brown 2-1/8" 7/16" 3-3/8"
IMF-A-200 200 lbs 1.15" 174 lbs/in Black
IMF-A-310 310 lbs 1.00" 310 lbs/in Yellow
IMF-A-400 400 lbs 1.00" 400 lbs/in Green
IMF-A-510 510 lbs 1.00" 210 lbs/in Red 2-1/8" 7/16" 3-3/4"
IMF-A-625 625 lbs 1.00" 625 lbs/in White

IMF Simple Spring Mounts – Unhoused
IMF 1" DEFLECTION – NO-ADJUSTMENT SPRING MOUNTS*

1-1/2" Minimum Deflection*

PAGE 2

3/4" Minimum Deflection*

Type & Rated Rated Mount Spring                          Dimensions   
  Size Capacity Deflection Constant Color/Stripe A   B Free Height
IMF-B-20 20 lbs 2.40" 8 lbs/in Tan
IMF-B-26 26 lbs 2.18" 12 lbs/in White/Blue
IMF-B-35 35 lbs 2.20" 16 lbs/in Purple
IMF-B-50 50 lbs 2.20" 24 lbs/in White/Red
IMF-B-65 65 lbs 2.10" 31 lbs/in Brown 2-3/4" 7/8" 5"
IMF-B-85 85 lbs 2.10" 40 lbs/in White/Black
IMF-B-115 115 lbs 2.00" 57 lbs/in Silver
IMF-B-150 150 lbs 2.00" 75 lbs/in Orange
IMF-B2-210 210 lbs 2.12" 99 lbs/in Silver
IMF-B2-290 290 lbs 2.00" 144 lbs/in Blue
IMF-B2-450 450 lbs 2.00" 224 lbs/in Tan 2-3/4" 7/8" 5-3/8"

IMF 2" DEFLECTION – NO-ADJUSTMENT SPRING MOUNTS*


