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Improvement of Two Sides Coated Wall to Attenuate Sound 

Freq, Hz 

80 

100 

125 

160 

200 

250 

315 

400 

500 

630 

800 

1000 

1250 

1600 

2000 

2500 

3150 

4000 

5000 

6300 

8000 

10000 

12-0346 12-0349

(STC 39) (STC 42) 

Uncoated Wall Two Side Coated Wall 

12.3 11.4 

11.2 12.4 

20.6 23.4 

21.4 21.5 

31.2 31.8 

29.8 30.6 

31.3 33.0 

35.1 36.7 

40.7 42.8 

45.3 46.6 

49.3 50.3 

50.8 50.9 

51.9 52.6 

49.6 49.6 

38.6 41.0 

38.1 43.4 

41.9 46.9 

48.8 54.1 

53.3 58.2 

59.4 64.3 

63.4 67.5 

64.9 66.2 

NC: No Change 

Improvement of 

Two Sides Coated 

NC 

1.2 

2.8 

NC 

0.6 

0.8 

1.7 

1.6 

2.1 

1.3 

1.0 

NC 

0.7 

NC 

2.4 

5.3 

5.0 

5.3 

4.9 

4.9 

4.1 

1.3 

Note: The grayed out ranges are noted as insignificant. 
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